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INSTALLATION OF THIRD-PARTY WEB
APPLICATIONS INTO A CONTAINER

BACKGROUND

Cloud storage is networked online storage where data is
stored or hosted on one or more remote servers communica-
tively coupled to clients over one or more networks. This data
may take the form of database content, user files, or other data
content generally shared over a network. Hosting of the net-
work storage typically occurs in large data centers and cus-
tomers may lease storage capacity from these hosts. The data
center operators, in the background, virtualize the resources
according to the requirements of the customer and expose
them as storage pools, which the customers can themselves
use to store files or data objects. Physically, the resource may
span across multiple servers at multiple locations and may be
replicated in various data centers proximate to the customers
or their end users. These cloud storage services may be
accessed through a web service application programming
interface (API), or through a Web-based user interface.

SUMMARY

A computer-implemented method facilitates installation of
a third-party application onto a network system. The method
includes receiving a selection from a user of a third-party
application to be installed onto the network system, and
obtaining configuration information for the third-party appli-
cation. Based upon the obtained configuration information,
the techniques include selecting a container on the network
system for receiving the third-party application, and install-
ing the third-party application into the selected container.

Implementations may include corresponding systems,
apparatus, and computer programs, configured to perform the
actions of the methods, encoded on computer storage devices.
This Summary is not intended to introduce key features or
essential features of the claimed subject matter, but merely
provides a selection of concepts that are further described in
the Detailed Description. Further implementations, features,
and advantages, as well as the structure and operation of the
various implementations are described in detail below with
reference to accompanying drawings.

BRIEF DESCRIPTION OF THE FIGURES

Implementations are described with reference to the
accompanying drawings. In the drawings, like reference
numbers may indicate identical or functionally similar ele-
ments. The drawing in which an element first appears is
generally indicated by the left-most digit in the corresponding
reference number.

FIG. 1 is a schematic diagram of a network system in
accordance with one or more implementations of the disclo-
sure.

FIG. 2 is a flow chart of techniques employed in accor-
dance with one or more implementations of the disclosure.

FIG. 3 is another flow chart of techniques employed in
accordance with one or more implementations of the disclo-
sure.

FIG. 4 is a schematic diagram of an exemplary computer
system employed in accordance with one or more implemen-
tations of the disclosure.

DETAILED DESCRIPTION

With the new techniques described herein, third-party
applications are installed onto a web-based, online, or net-
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2

work system (hereinafter referred to as a “network system”)
in an appropriate environment or container. The network sys-
tem determines which container is appropriate based, at least
in part, upon what data type that the third-party application
operates upon.

Storing a record of the installation of the third-party appli-
cation into the selected container results in linking the user
with the third-party application on the network system. An
application configuration database stores descriptions and
configuration attributes of third-party applications, and the
descriptions and configuration attributes of the third-party
applications enable the third-party applications to access user
resources stored on the network system. User resources may
include files, data, and other content that a user has created or
otherwise obtained, and that the user has one or more of
ownership of, access to, or control over.

A uniform resource locator (URL)-accessible installation
utility provides a URL destination address from which a user
can initiate an installation action to install a third-party appli-
cation on the network system. Installation of a third-party
application on the network system means that the network
system creates a record in a distributed installation database
of'the network system, linking the user or the user’s account
with the identification (ID) of the newly installed third-party
application.

The network system indicates an appropriate web-based
application, environment, or “container” on the network sys-
tem into which a third-party application is installed. The
container is appropriate for the type of third-party application
installed because the container also stores the types of
resources that the third-party application is designed to open,
preview, edit, work with, or perform functions on. An appli-
cation installation database stores a record of user installation
actions including information linking a user with an identifi-
cation of each application installed by the user into an appro-
priate container on the network system. An Application Pro-
gramming Interface (API) library is configured to allow
searching of the application installation database to discover
the third-party applications installed for a particular user in a
particular web-based application or container on the network
system.

Installing an application is not to be confused with typical
installation of software in which multiple files are copied to a
user’s hard drive or solid state drive and reside there until the
software is uninstalled. Instead, an installed app is added to a
list of applications visible to a user when they use the network
system.

The act of “installing” the third-party application consti-
tutes registering a relationship between a user and the third-
party application, and acts as a step toward allowing the
third-party application to access the user’s resources on the
network system.

For example, the installed third-party application may be
controlled by a user’s browser or other user interface, may be
a temporary script or applet run by a user’s browser (e.g., on
Java' or another platform-independent virtual machine), may
be aplug-into a user’s browser, may be on a remote computer
and remote controlled by a user’s client machine, or other-
wise accessed or controlled.

A container is a term used herein to describe an operating
environment in which homogenous or like data types are
handled, managed, and used. For example, a user may access
an online service that operates on files formatted in a dynami-
cally typed concatenative programming language called
“PostScript” (which typically has a .EPS or .PS extension). In
another example the user may access an online service that
handles (e.g., opens, edits, and saves) files in one of several
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similar formats for spreadsheet documents. Examples of such
similar formats include OpenDocument Format (ODF),
comma-separated values (CSV) format, and Office Open
XML format. According to this example, a first container may
be used for PostScript applications and a second container
may be used for spreadsheet applications. It should be under-
stood however, that containers may not be limited to specific
file types and may related to more generic application types.
For example, a first container may be used for photo applica-
tions and a second container may be used for office produc-
tivity applications.

When a developer (e.g., third party) creates a third-party
application and wants the application to be available to users
of the network system, the developer provides application
configuration information to the network system. The con-
figuration information may include a description of the types
of'data the third-party application is designed to work with or
operate on, and the services that the third-party application
performs.

With this configuration information, the network system,
employing the techniques described herein, categorizes and
installs the third-party application into an appropriate con-
tainer where similar type applications and data are installed.
For example, if the third-party application edits spreadsheets
in one or more of the various spreadsheet formats, the net-
work system may install that third-party application in a
container specifically designated for applications that edit
these spreadsheet formats.

The one or more services performed by that type of appli-
cation are characteristic of the services performed by other
applications installed to that particular container. One of the
benefits of sorting particular types of applications into simi-
larly typed and separate containers is that each container will
only receive data and instructions that are contextually rel-
evant to the applications that are installed in that container.
Furthermore, a library of these installations in designated
containers allows the network system to find applications in
each container installed by particular users to work on certain
types of data. In a network system having a wide variety of
types of applications that only work on corresponding types
of data, the ability to install a particular type of application in
an area, environment, or “container” of similar type applica-
tions, means that the particular container or environment of
the network system will not have to look for or receive con-
textually irrelevant data and instructions.

Third-party applications may be software applications or
programs developed by a party other than the owner or opera-
tor of the network system. Third-party applications may also
include applications that are on different servers and/or have
different access control than the network system, irrespective
of actual ownership. For example, it should be understood
that a software application developed or operated by the
owner or operator of the network system may require the
same installation procedures as third-party applications. An
application configuration database stores descriptions and
configuration attributes of installed third-party applications.
These descriptions and configuration attributes enable the
third-party applications to access user resources stored on the
network system. A configuration database on the network
system stores information relevant to integration of the third-
party application with the network system, including appli-
cation name, OAuth client id and OAuth scopes.

OAuth is an open standard for authorization. It allows users
to share user resources (e.g. photos, videos, files, documents,
contact lists) stored on one network system site with a third-
party web site or one or more third-party applications, with-
out having to provide their credentials to the third party for
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4

accessing the web site where the user’s resources are stored.
OAuth allows the user to follow security protocols that may
include supplying a username and an access token to the third
party, rather than all of their credentials normally needed to
access the web site where their resources are stored.

Each access token may grant access to a specific third-party
site (e.g., a video editing site) for specific resources (e.g., just
videos from a specific album) and for a defined duration (e.g.,
the next 2 hours). This allows a user to grant a third-party site
or application access to their information stored with another
web-based service provider, without sharing their access per-
missions or the full extent of their data. The access permis-
sions granted by an OAuth access token can include read only
permission, read and/or write permission, or other levels of
access that vary depending on the resource. This information
facilitates generation of the authentication tokens used to
allow third-party applications to act on behalf of a user.

Additional stored information may include the multipur-
pose internet mail extension (MIME) types or internet media
types that the third-party applications can perform functions
on, open, preview, process, manipulate, etc. As one example,
a spreadsheet program is designed to handle tabular data that
can be entered into a spreadsheet and can have spreadsheet
functions performed on the data. Tabular data that can be
entered and manipulated in a spreadsheet is of the MIME
type, or internet media type that can be handled by the spread-
sheet program. But typically a spreadsheet program would
not be able to work with data of a different MIME type, or
internet media type, such as data associated with images.
Therefore, installation of a third-party application into a par-
ticular container on the network system ensures that the appli-
cation will be able to interpret and process the type of data
stored in that container.

One way to store the files is in a binary file encoding format
in accordance with MIME. Internet media type, or MIME-
type, is an Internet Engineering Task Force (IETF) standard
that describes a mechanism for specifying binary file encod-
ings in a standardized way. Aspects of MIME are described in
several IETF standards documents such as RFC2045,
RFC2046, RFC4288, and others. The string that describes a
binary file type is usually referred to as a “MIME-type”. For
binary files, a particular, well-defined encoding schema is
used that determines how the binary data in the file should be
interpreted. For example, the JPEG image encoding standard
describes a mapping between the binary data in an image file
and a visual rendering of that image. “JPEG” is an acronym
for Joint Photographic Experts Group, and is a commonly
used method of lossy compression for digital photography.
The MIME-type for JPEG is image/jpeg. Several other
MIME-types exists for common, standardized file types and
multimedia digital encoding formats such as MP3, MP4,
QuickTime, Windows Media Audio/Video, GIF, PNG, TIFF,
plain text, HTMIL, and XML.

The network system may provide a web-based installation
action for third-party application. To initiate the installation
of a particular application, and thereby grant access for that
application to the user’s data on the network system, the
network system may present the user with a security page,
screen, or pop-up notification. This notification may include
appropriate disclosure regarding the application that will be
installed and any access the application will acquire to the
user’s private data, as well as an “Install” button that the user
may click to install the application. When a user decides to
install a third-party application, the network system can dis-
play an OAuth dialog to the user, asking the user to authorize
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the third-party application to request access to certain user
data the user wants the third-party application to be able to
access on behalf of the user.

When the user clicks the “install” button, a record is written
to a distributed database on the network system, linking the
user with the identification (id) of the newly installed appli-
cation id. The record may, for example, be a simple tuple, or
ordered list of elements, of the form:

{long uvser_id; // a large number that uniquely identifies the
user

long app_id; // a large number that uniquely identifies the
application

optional long expiration_time; // an optional expiration date
for this installation}

Users may uninstall an application by visiting a similar
web-based action via a Uniform Resource Locator (URL)
that links to an uninstall page. The uninstall page displays a
warning explaining that an application is about to be unin-
stalled and an “uninstall” button that the user may click. If the
user clicks the uninstall button, any records associating the
user with the application in the installation database will be
deleted.

The network system may determine which applications are
available to a user by querying this installation database. If
there is a non-expired database entry associating the user with
an application id, the application with that id is considered
“installed” for the user. When a user accesses the network
system, the software will look up and display detailed appli-
cation information in appropriate menus for each installed
application.

As used herein, the term “module” may be understood to
refer to hardware alone or a combination of hardware with
software that renders data for use in a container. Modules may
be personalized to user preferences, preferences of the con-
tainer, preferences of the environment or other inputs.

Example Implementation

Referring initially to FIG. 1, a block diagram illustrates the
relationship between a network system 100 and a third-party
application 170, in accordance with an implementation of the
disclosure. The network system 100 includes at least one
container 102 that provides a logically or physically sepa-
rated environment on the network system for receiving one or
more third-party applications and the data that these applica-
tions work on.

The network system 100 further includes an application
configuration database 110 configured to receive information
on each third-party application that is installed on the network
system. The network system records a relationship between
each third-party application that is installed on the network
system and the user who initiated the installation in an instal-
lation database 120.

A token-grant server 130 exchanges an authorization code,
client secret, and document identification with a third-party
application 170 before granting an access token to the third-
party application. The third-party application 170 may make
an Application Programming Interface (API) call to API 140
of the network system 100 to exchange the access token and
document identification of a resource on the network system
for file data pertaining to the resource. The third-party appli-
cation may perform functions on the resource on behalf of the
user who installed the third-party application for that purpose.

The third-party application 170 is installed in the container
102 on the network system 100. As explained above, this
installation into a container consists of the network system
registering a relationship between a user’s account and the
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identification (ID) of the newly installed third-party applica-
tion that has been associated with a particular logically or
physically separated environment of the network system 100.
Although only one container 102 is shown, one of ordinary
skill in the art will understand from reading the entire disclo-
sure that there could be a plurality of containers. A particular
container could be a physically separate, or logically separate
storage for data and content of a particular MIME-type, e.g.,
spreadsheet applications, image editing applications, web-
page creating applications, etc.

The third-party application 170 provides information
about itself to an application configuration database 110 on
the network system 100 through an application programming
interface (API) 140 of the network system 100. The container
102 on the network system 100 may contain the MIME-type
data for the third-party application, or the type of data that the
third-party application or applications being installed in the
container can operate on. The information that the third-party
application provides to the configuration database 110
includes the type of data that the third-party application is
capable of operating on, and the scope of access that will be
requested. A developer’s console or interface can be provided
by the network system 100 to act essentially as a self-service
interface for application developers to enter information spe-
cific to their applications, including the type of data that their
applications can operate on and the scope of access that will
be requested.

The network system 100 can also include additional func-
tionalities to enable an authentication of the third-party appli-
cation 170 and grant the third-party application permission to
access the user resource upon receiving the proper access
token from the third-party application. As shown in FIG. 1, a
token-grant server 130 can be provided. The token-grant
server grants an access token to the third-party application
170 as a result of actions taken by a user.

In one implementation of the disclosure, the third-party
application 170 may provide a uniform resource locator
(URL) to the network system pointing back to the third-party
application. A user can discover a third-party application that
they are interested in by using a web browser, an application
store or marketplace, a search engine, a developer’s website,
shared content from another user, and advertisements in con-
ventional media or on the internet. The user may then install
the discovered application. The installation can be done by
any of different means that include directly from an applica-
tion store or marketplace, using the uniform resource locator
(URL) provided by the third-party developer, by opening a
shared document, or other methods. A user clicks on that URL
when they want to use the third-party application to open,
create, or modify a resource such as a file, data, a document,
or other content on the target web-based system. Alternative
implementations can achieve a communicative coupling
between a third-party application and the network system
through non-http/web techniques.

In at least one implementation of techniques employed by
the token-grant server 130, when the user discovers a third-
party application they want to install, and the user clicks on an
install button for that application, a security page pops up
asking the user if they want to grant the third-party applica-
tion access to a particular user resource so that the third-party
application can perform functions on the user resource on
behalf of the use. If the user accepts, the token-grant server
sends an authorization code along with the document identi-
fication (ID) of the resource to the third-party application.
The third-party application then sends the token-grant server
the authorization code, along with a client secret generated by
the third-party application. The client secret is unique to the
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third-party application and is used to verify the identity of the
third-party. The third-party application also sends the docu-
ment identification (ID) for the particular resource the
requesting third-party application would like access to. The
token-grant server 130 then sends an access token back to the
third-party application 170, which is used by the third-party
application to gain access to the resource on the network
system 100.

Referring to FIG. 1, and as discussed above, a user can
install a third-party application 170 written by a developer,
and elect to allow that third-party application 170 to open files
owned by the user and stored in the container 102 using “open
with” or “default open with” functionality provided. The user
can also use the third-party application 170 to create new files
and other content on the web-based system 100, using “create
with” functionality provided on the user’s browser. The third-
party application 170 can operate on data stored in the con-
tainer 102 after being granted access, or create new data to be
stored on the network system 100. As shown in FIG. 1, the
third-party application 170 communicates over a network
through an application programming interface (API) 140 for
the network system 100. The user thereby gains the benefits of
third-party applications that did not already exist on the net-
work system, and can share those benefits with other users.

A user can discover a third-party application that they are
interested in by using a web browser, an application store, a
search engine, a developer’s website, shared content from
another user, and advertisements in conventional media or on
the internet. The user may then install the discovered appli-
cation. The installation can be done by any of different means
that include directly from an application store, using a uni-
form resource locator (URL) provided by the third-party
developer, by opening a shared document, or other methods.
The act of “installing” the third-party application constitutes
registering a relationship between a user’s account and the
third-party application, and acts as a step toward allowing the
third-party application to access the user’s resources on the
network system that are associated with that user’s account.
When a user installs a third-party application, the network
system 100 stores a record in an installation database 120.

The user then launches the third-party application 170
using functionality provided by the network system and pre-
sented to the user on their browser, or through script provided
with a browser extension, such as “create with”, “open with”,
or “default open with”. The third-party applications that the
user has installed, and that are of a type appropriate for
working with a particular resource, may appear in a drop-
down menu or list associated with the “create with”, “open
with”, or “default open with” selections on their browser, or
browser extension. At any time the user decides that they no
longer want an installed third-party application to have access
to their user-owned resources on the web-based system, the
user can uninstall the third-party application.

A third-party application that has been installed by a user
and granted permissions in accordance with the security pro-
tocols described herein, can work on data that is stored on the
network system, or on data that is kept on the third-party
server. The permissions granted to a third-party application
can include read only, read and write, write only, or other
levels of permission that could vary depending on the type of
resource, the user, etc. A network system in accordance with
various implementations of this disclosure makes it possible
for users to access and share a wide variety of third-party
applications that perform functions on data and content of
many different types.

The approaches and systems described herein may be
deployed in part or in whole through a machine that executes
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computer software, program codes, and/or instructions on
one or more processors contained in the client devices and/or
the server or servers associated with the web-based storage
system.

Implementations of the disclosure may include a method
on a machine, a system or apparatus as part of or in relation to
the machine, or a computer program product embodied in a
computer readable medium executing on one or more of the
machines. The one or more processors may be part of a server,
client, network infrastructure, mobile computing platform,
stationary computing platform, or other computing platform.

Example Techniques

Referring to FIG. 2, an example process 200 that imple-
ments the techniques according to this disclosure is shown.
Before the process 200 begins, a user chooses a third-party
application that they are interested in installing at a network
system. A web search engine, web links provided by a friend,
or other techniques enable a user to discover a third-party
application they are interested in employing to work with
particular data, files, or other content the user has stored on
the network system, e.g., the third-party application may be
discovered when searching on a web-based application store
or marketplace.

At 202, a network system receives an indication from the
user of which third-party application that they have selected
for installation. This may be accomplished, for example, by
having the user click on an “install” button on a web-based
application store provided by the third party via the to-be-
installed third-party application.

At 204, the network system registers a relationship
between a user’s account and the to-be-installed third-party
application. This registration initiates, at least in part, the
installation of the to-be-installed third-party application on
the network system. As discussed above, the installation is
performed in accordance with various security protocols, and
consists of establishing a relationship between the user’s
account and the third-party application after the user has
decided to grant the third-party application access to specific
resources.

At 206, the network system obtains configuration informa-
tion about the to-be-installed third-party application. The
configuration information is provided by the third-party
application developer and may be stored in an application
configuration database on the network system. The configu-
ration information includes what types of data the application
is designed to work with or operate on, and what services the
application performs.

At 208, based upon the configuration information, the net-
work system categorizes and selects the appropriate container
within which to install the to-be-installed third-party appli-
cation. The appropriate container is one where similar types
of applications and data are installed. The one or more ser-
vices performed by that type of application are characteristic
of the services performed by other applications installed in
that particular container. The container is selected based, at
least in part, upon the types of data the to-be-installed third-
party application is requesting access to, and the scope of
access being requested.

At 210, the network system installs the third-party appli-
cation into the selected appropriate container and notifies the
container of the installation. The container is operatively con-
figured to either take certain actions as a result of the notifi-
cation, or ignore the notification. For example, if a user is
currently displaying a web page from a container in one
browser window while installing a third-party application in
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another browser window, the container may receive an instal-
lation notification from the network system. The container
may then choose to redraw the user interface to reflect the
newly installed application.

At 212, the network system updates one or more third-
party application databases with information about the
installed third-party application. For example, the network
system can write to a record, such as installation database 120
shown in FIG. 1, to create an installation database recording
that tracks all installation actions by various users. Addition-
ally, the network system updates the application configura-
tion database 110 with configuration information received
from third-party application developers.

Referring to FIG. 3, an example process 300 that imple-
ments the techniques according to this disclosure is shown.

At 302, the network system generates an installation data-
base that tracks all third-party application installation actions
by each user of the network system.

At 304, the network system produces an Application Pro-
gramming Interface (API) library. The API library is designed
to enable searching of the installation database to discover the
third-party applications installed for a particular user in a
particular container on the network system.

At 306, via the API library, the network system receives
and accepts a search request of the installation database. The
search request is designed to discover the third-party appli-
cations installed for a particular user in a particular web-
based application or container on the network system.

At 308, the network system searches the installation data-
base to discover the third-party applications installed for a
particular user in a particular container on the network sys-
tem.

A processor may be any kind of computational or process-
ing device capable of executing program instructions, codes,
binary instructions and the like. The processor may include
memory that stores methods, codes, instructions and pro-
grams as described herein and elsewhere. The processor may
access a storage medium through an interface that may store
methods, codes, and instructions as described herein and
elsewhere. The storage medium associated with the processor
for storing methods, programs, codes, program instructions
or other type of instructions capable of being executed by the
computing or processing device may include but may not be
limited to one or more of a CD-ROM, DVD, memory, hard
disk, flash drive, RAM, ROM, cache and the like.

FIG. 4 is a block diagram illustrating an exemplary com-
puter system 400 with which the system and method of FIGS.
1, 2, and 3 can be implemented. In certain aspects, the com-
puter system 400 may be implemented using hardware or a
combination of software and hardware, either in a dedicated
server, or integrated into another entity, or distributed across
multiple entities.

Computer system 400 includes a bus 408 or other commu-
nication mechanism for communicating information, and a
processor 402 coupled with bus 408 for processing informa-
tion. By way of example, the computer system 400 may be
implemented with one or more processors 402.

Computer system 400 can include, in addition to hardware,
code that creates an execution environment for the computer
program in question, e.g., code that constitutes processor
firmware, a protocol stack, a database management system,
an operating system, or a combination of one or more of them
stored in an included memory 404, such as a Random Access
Memory (RAM), a flash memory, a Read Only Memory
(ROM), a Programmable Read-Only Memory (PROM), an
Erasable PROM (EPROM), registers, a hard disk, a remov-
able disk, a CD-ROM, a DVD, or any other suitable storage
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device, coupled to bus 408 for storing information and
instructions to be executed by processor 402. The processor
402 and the memory 404 can be supplemented by, or incor-
porated in, special purpose logic circuitry.

The methods and systems described herein may be
deployed in part or in whole through a machine that executes
computer software on a server, client, firewall, gateway, hub,
router, or other such computer and/or networking hardware.
The software program may be associated with a server that
may include a file server, print server, domain server, internet
server, intranet server and other variants such as secondary
server, host server, distributed server and the like. The server
may include one or more of memories, processors, computer
readable media, storage media, ports (physical and virtual),
communication devices, and interfaces capable of accessing
other servers, clients, machines, and devices through a wired
or a wireless medium, and the like. The methods, programs or
codes as described herein and elsewhere may be executed by
the server. In addition, other devices required for execution of
methods as described in this application may be considered as
a part of the infrastructure associated with the server.

The server may provide an interface to other devices
including, without limitation, clients, other servers, printers,
database servers, print servers, file servers, communication
servers, distributed servers and the like. Additionally, this
coupling and/or connection may facilitate remote execution
of programs across the network. The networking of some or
all of these devices may facilitate parallel processing of a
program or method at one or more location without deviating
from the scope of the disclosed subject matter. In addition,
any ofthe devices attached to the server through an interface
may include at least one storage medium capable of storing
methods, programs, code and/or instructions. A central
repository may provide program instructions to be executed
on different devices. In this implementation, the remote
repository may act as a storage medium for program code,
instructions, and programs.

The methods and systems described herein may be
deployed in part or in whole through network infrastructures.
The network infrastructure may include elements such as
computing devices, servers, routers, hubs, firewalls, clients,
personal computers, communication devices, routing devices
and other active and passive devices, modules and/or compo-
nents as known in the art. The computing and/or non-com-
puting device(s) associated with the network infrastructure
may include, apart from other components, a storage medium
such as flash memory, buffer, stack, RAM, ROM and the like.
The processes, methods, program codes, instructions
described herein and elsewhere may be executed by one or
more of the network infrastructural elements.

The computer software, program codes, and/or instruc-
tions may be stored and/or accessed on machine readable
media that may include: computer components, devices, and
recording media that retain digital data used for computing
for some interval of time; semiconductor storage known as
random access memory (RAM); mass storage typically for
more permanent storage, such as optical discs, forms of mag-
netic storage like hard disks, tapes, drums, cards and other
types; processor registers, cache memory, volatile memory,
non-volatile memory; optical storage such as CD, DVD;
removable media such as flash memory (e.g. USB sticks or
keys), floppy disks, magnetic tape, paper tape, punch cards,
standalone RAM disks, Zip drives, removable mass storage,
off-line, and the like; other computer memory such as
dynamic memory, static memory, read/write storage, mutable
storage, read only, random access, sequential access, location
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addressable, file addressable, content addressable, network
attached storage, storage area network, bar codes, magnetic
ink, and the like.

The elements described and depicted herein, including in
flow charts and block diagrams throughout the figures, imply
logical boundaries between the elements. However, accord-
ing to software or hardware engineering practices, the
depicted elements and the functions thereof may be imple-
mented on machines through computer executable media
having a processor capable of executing program instructions
stored thereon as a monolithic software structure, as standa-
lone software modules, or as modules that employ external
routines, code, services, and so forth, or any combination of
these, and all such implementations may be within the scope
of the present disclosure.

Thus, while the foregoing drawings and descriptions set
forth functional aspects of the disclosed systems, no particu-
lar arrangement of software for implementing these func-
tional aspects should be inferred from these descriptions
unless explicitly stated or otherwise clear from the context.
Similarly, it will be appreciated that the various steps identi-
fied and described above may be varied, and that the order of
steps may be adapted to particular applications of the tech-
niques disclosed herein. All such variations and modifications
are intended to fall within the scope of this disclosure. As
such, the depiction and/or description of an order for various
steps should not be understood to require a particular order of
execution for those steps, unless required by a particular
application, or explicitly stated or otherwise clear from the
context.

The methods and/or processes described above, and steps
thereof, may be realized in hardware, or any combination of
hardware and software suitable for a particular application.
The hardware may include a general purpose computer and/
or dedicated computing device or specific computing device
or particular aspect or component of a specific computing
device. The processes may be realized in one or more micro-
processors, microcontrollers, embedded microcontrollers,
programmable digital signal processors or other program-
mable device, along with internal and/or external memory.
The processes may also, or instead, be embodied in an appli-
cation specific integrated circuit, a programmable gate array,
programmable array logic, or any other device or combina-
tion of devices that may be configured to process electronic
signals. It will further be appreciated that one or more of the
processes may be realized as a computer executable code
capable of being executed on a machine readable medium.

The instructions may be stored in the memory 404 and
implemented in one or more computer program products, i.e.,
one or more modules of computer program instructions
encoded on a computer readable medium for execution by, or
to control the operation of, the computer system 400, and
according to any method well known to those of skill in the
art, including, but not limited to, computer languages such as
data-oriented languages (e.g., SQL, dBase), system lan-
guages (e.g., C, Objective-C, C++, Assembly), architectural
languages (e.g., Java, NET), and application languages (e.g.,
PHP, Ruby, Perl, Python).

A computer program as discussed herein does not neces-
sarily correspond to a file in a file system. A program can be
stored in a portion of a file that holds other programs or data
(e.g., one or more scripts stored in a markup language docu-
ment), in a single file dedicated to the program in question, or
in multiple coordinated files (e.g., files that store one or more
modules, subprograms, or portions of code). A computer
program can be deployed to be executed on one computer or
on multiple computers that are located at one site or distrib-
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uted across multiple sites and interconnected by a communi-
cation network. The processes and logic flows described in
this specification can be performed by one or more program-
mable processors executing one or more computer programs
to perform functions by operating on input data and generat-
ing output.

Computer system 400 further includes a data storage
device 406 such as a magnetic disk or optical disk, coupled to
bus 408 for storing information and instructions. Computer
system 400 may be coupled via input/output module 410 to
various devices. The input/output module 410 can be any
input/output module. Example input/output modules 410
include data ports such as USB ports. The input/output mod-
ule 410 is configured to connect to a communications module
412. Example communications modules 412 include net-
working interface cards, such as Ethernet cards and modems.
In certain aspects, the input/output module 410 is configured
to connect to a plurality of devices, such as an input device
414 and/or an output device 416. Example input devices 414
include a keyboard and a pointing device, e.g., a mouse or a
trackball, by which a user can provide input to the computer
system 400. Other kinds of input devices 414 can be used to
provide for interaction with a user as well, such as a tactile
input device, visual input device, audio input device, or brain-
computer interface device. For example, feedback provided
to the user can be any form of sensory feedback, e.g., visual
feedback, auditory feedback, or tactile feedback; and input
from the user can be received in any form, including acoustic,
speech, tactile, or brain wave input. Example output devices
416 include display devices, such as a CRT (cathode ray tube)
or LCD (liquid crystal display) monitor, for displaying infor-
mation to the user.

According to one aspect of the present disclosure, the
network system 100, as shown in FIG. 1, can be implemented
using a computer system 400 in response to processor 402
executing one or more sequences of one or more instructions
contained in memory 404. Such instructions may be read into
memory 404 from another machine-readable medium, such
as data storage device 406. Execution of the sequences of
instructions contained in main memory 404 causes processor
402 to perform the process steps described herein. One or
more processors in a multi-processing arrangement may also
be employed to execute the sequences of instructions con-
tained in memory 404. In alternative aspects, hard-wired cir-
cuitry may be used in place of or in combination with soft-
ware instructions to implement various aspects of the present
disclosure. Thus, aspects of the present disclosure are not
limited to any specific combination of hardware circuitry and
software.

Various aspects of the subject matter described in this
specification can be implemented in a computing system that
includes a back end component, e.g., as a data server, or that
includes a middleware component, e.g., an application server,
orthatincludes a front end component, e.g., aclient computer
having a graphical user interface or a Web browser through
which a user can interact with an implementation of the
subject matter described in this specification, or any combi-
nation of one or more such back end, middleware, or front end
components. The components of the system can be intercon-
nected by any form or medium of digital data communication,
e.g., a communication network. The communication network
can include, for example, any one or more of a personal area
network (PAN), a local area network (LAN), a campus area
network (CAN), a metropolitan area network (MAN), a wide
area network (WAN), a broadband network (BBN), the Inter-
net, and the like. Further, the communication networks can
include, but are not limited to, for example, any one or more
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of'the following network topologies, including a bus network,
a star network, a ring network, a mesh network, a star-bus
network, tree or hierarchical network, or the like. The com-
munications modules can be, for example, modems or Ether-
net cards.

As discussed above, computing system 400 can include
clients and servers. A client and server are generally remote
from each other and typically interact through a communica-
tion network. The relationship of client and server arises by
virtue of computer programs running on the respective com-
puters and having a client-server relationship to each other.
Computer system 400 can be, for example, and without limi-
tation, an enterprise server or group of servers, one or more
desktop computers, one or more laptop computers, etc. Com-
puter system 400 can also be embedded in another device, for
example, and without limitation, a mobile telephone, a per-
sonal digital assistant (PDA), a mobile audio player, a Global
Positioning System (GPS) receiver, a video game console,
and/or a television set top box.

The term “machine-readable storage medium” or “com-
puter readable medium” as used herein refers to any medium
or media that participates in providing instructions to proces-
sor 402 for execution. Such a medium may take many forms,
including, but not limited to, non-volatile media, volatile
media, and transmission media. Non-volatile media include,
for example, optical or magnetic disks, such as data storage
device 406. Volatile media include dynamic memory, such as
memory 404. Transmission media include coaxial cables,
copper wire, and fiber optics, including the wires that com-
prise bus 408. Common forms of machine-readable media
include, for example, floppy disk, a flexible disk, hard disk,
magnetic tape, any other magnetic medium, a CD-ROM,
DVD, any other optical medium, punch cards, paper tape, any
other physical medium with patterns of holes, a RAM, a
PROM, an EPROM,, a FLASH EPROM, any other memory
chip or cartridge, or any other medium from which a com-
puter can read. The machine-readable storage medium can be
a machine-readable storage device, a machine-readable stor-
age substrate, a memory device, a composition of matter
effecting a machine-readable propagated signal, or a combi-
nation of one or more of them.

While this specification contains many specifics, these
should not be construed as limitations on the scope of what
may be claimed, but rather as descriptions of particular imple-
mentations of the subject matter. Certain features that are
described in this specification in the context of separate
embodiments or implementations can also be implemented in
combination in a single embodiment or implementation.
Conversely, various features that are described in the context
of' a single embodiment or implementation can also be imple-
mented in multiple embodiments separately or in any suitable
subcombination. Moreover, although features may be
described above as acting in certain combinations and even
initially claimed as such, one or more features from a claimed
combination can in some cases be excised from the combi-
nation, and the claimed combination may be directed to a
subcombination or variation of a subcombination.

While operations are depicted in the drawings in a particu-
lar order, this should not be understood as requiring that such
operations be performed in the particular order shown or in
sequential order, or that all illustrated operations be per-
formed, to achieve desirable results. In certain circumstances,
multitasking and parallel processing may be advantageous.
Moreover, the separation of various system components in
the aspects described above should not be understood as
requiring such separation in all aspects, and it should be
understood that the described program components and sys-
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tems can generally be integrated together in a single software
product or packaged into multiple software products.

The subject matter of this specification has been described
in terms of particular aspects, but other aspects can be imple-
mented and are within the scope of the following claims. For
example, the actions recited in the claims can be performed in
a different order and still achieve desirable results. As one
example, the processes depicted in the accompanying figures
do not necessarily require the particular order shown, or
sequential order, to achieve desirable results. In certain imple-
mentations, multitasking and parallel processing may be
advantageous. Other variations are within the scope of the
following claims.

What is claimed is:

1. A computer-implemented method that facilitates instal-
lation of a third-party application onto a network system, the
method comprising:

receiving a selection from a user of a third-party applica-

tion to be installed onto the network system;

obtaining configuration information for the third-party

application;

based upon the obtained configuration information, select-

ing a container on the network system for receiving the
third-party application;

installing the third-party application into the selected con-

tainer;
storing a record of the installation of the third-party appli-
cation into the selected container by linking the user
with the third-party applications on the network system,
wherein the record comprises an application expiration
time;
sending an authorization code from a token-grant server to
a third-party application along with one or more docu-
ment identifications (IDs) identifying the user resources
when the user installs the third-party application;

receiving the authorization code at a token-grant server
from the third-party application along with a client
secret that identifies the third-party application as the
intended recipient of the authorization code; and

sending an authorization access token to the third-party
application after receiving the authorization code and
client secret from the third-party application.

2. The computer-implemented method according to claim
1, wherein storing the record of the installation of the third-
party applications into the selected container further com-
prises storing:

a user identifier; and

an application identifier.

3. The computer-implemented method according to claim
1, wherein selecting the container comprises selecting the
container based on a file type description of the third-party
application.

4. The computer-implemented method according to claim
3, wherein the file type description of the third-party applica-
tion comprises a Multipurpose Internet Mail Extensions
(MIME) type.

5. The computer-implemented method according to claim
1, wherein selecting a container comprises:

determining a container on the network system that con-

tains the type of data the third-party application is
capable of one or more of opening, creating, or modify-
ing.

6. The computer-implemented method according to claim
1, wherein installing the third-party application into the con-
tainer comprises:

registering a relationship between the third-party applica-

tion and a user’s account.
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7. The computer-implemented method according to claim
1, wherein the container is an operating environment on the
network system in which homogenous or like data types are
one or more of handled, managed, or used by the third-party
application.
8. A non-transitory machine-readable storage medium
having stored
thereon program instructions that facilitate installation of
third-party applications onto a network system, the
instructions when executed by a machine cause the
machine to perform operations comprising:
receiving an indication of one or more to-be-installed third-
party applications; obtaining configuration information
about the one or more to-be-installed third-party appli-
cations;
based upon the obtained configuration information, select-
ing a container on the network system for receiving the
one or more to-be-installed third-party applications;
installing the one or more third-party applications into the
selected container; storing a record of the installation of
the one or more third-party applications into the
selected container, linking the user with identifications of
the one or more third-party applications installed by the
user in the selected container on the network system;
wherein
the record of the installation comprises an application expi-
ration time;
sending an authorization code from a token-grant server to
a third-party application along with one or more docu-
ment identifications (IDs) identifying the user resources
when the user installs the third-party application;
receiving the authorization code at a token-grant server
from the third-party application along with a client
secret that identifies the third-party application as the
intended recipient of the authorization code; and
sending an authorization access token to the third-party
application after receiving the authorization code and
client secret from the third-party application.
9. The non-transitory storage medium according to claim
8, the operations further comprising:
creating an Application Programming Interface (API)
library configured to be queried to discover the one or
more third-party applications installed by the user in the
selected container on the network system.
10. The non-transitory storage medium according to claim
8, the operations further comprising:
storing descriptions of the third-party applications that
include an open standard authorization token that
enables a user to share their user resources stored on the
network system with a third-party web site or one or
more third-party applications, without having to provide
their full credentials to the third party for accessing the
network system where the user’s resources are stored.
11. The non-transitory storage medium according to claim
8, wherein:
storing a record of the installation of the one or more
third-party applications into the selected container fur-
ther comprises storing information linking a user with an
identification of each third-party application installed by
the user on the network system, wherein the identifica-
tion of each third-party application comprises a tuple, or
ordered list of elements, of the form:
{long user_id; // a large number that uniquely identifies
the user
long app_id; // a large number that uniquely identifies
the application
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optional long expiration__time; // an optional expiration
date for this installation, stored as milliseconds since
the Unix epoch date}.
12. The non-transitory storage medium according to claim
8, wherein:
the obtained configuration information comprises an inter-
net media type or a Multipurpose Internet Mail Exten-
sions (MIME) type.
13. An application installation system configured to facili-
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system, the application installation system comprising:

an application description database configured to store
descriptions of third-party applications, wherein the
descriptions of the third-party applications enable the
third-party applications to access user resources stored
on the network system;

a uniform resource locator (URL)-accessible installation
utility configured to provide a URL destination address
from which a user can initiate an installation action to
install a third-party application on the network system;

a record indicating a container on the network system into
which a third-party application is installed;

an application installation database configured to store a
record of user installation actions including information
linking a user with an identification of each third-party
application installed by the user on the network system;

a processor configured to:

receive a user selection of a third-party application to be
installed onto the network system,

obtain configuration information for the user-selected
third-party application,

select, based upon the obtained configuration information,
a container on the network system for receiving the
user-selected third-party application,

install the user-selected third-party application into the
selected container,

store a record of the installation of the third-party applica-
tion in the application installation database, wherein the
record comprises an application expiration time; and

identify one or more third-party applications associated
with a user in response to an Application Programming
Interface (API) library command;

send an authorization code and a document identification
(ID) to a third-party application in response to a user
installation of the third-party application for use with a
resource identified by the document 1D;

receive, from the third-party application, the authorization
code and a client secret that

identifies the third-party application as the intended recipi-
ent of the authorization code; and

send an authorization access token to the third-party appli-
cation in response to receiving the authorization code
and the client secret from the third-party application.

14. The system according to claim 13, further including:

an API that conforms to Representational State Transfer
(REST) architecture.

15. The system according to claim 13, wherein:

the descriptions of the third-party applications stored in the
application description database include an internet
media type or a Multipurpose Internet Mail Extensions
(MIME) type.

16. The system according to claim 13, wherein:

the user resources comprise one or more of files, photo-
graphs, videos, documents, contact lists, data, or other
content that a user has created or otherwise obtained, and
that the user has one or more of ownership of, access to,
or control over.
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17. The system according to claim 13, further including:

the application description database further configured to
store descriptions of the third-party applications that
include an open standard authorization token that
enables a user to share their user resources stored on the
network system with a third-party web site or one or
more third-party applications, without having to provide
full credentials for accessing the network system to the
third party.

18. The system according to claim 17, wherein:

the user’s resources comprise one or more of files, photo-
graphs, videos, documents, contact lists, data, or other
content that a user has created or otherwise obtained, and
that the user has one or more of ownership of, access to,
or control over.

19. The system according to claim 13, wherein:

the record indicating an appropriate web-based application
on the network system designates a Multipurpose Inter-
net Mail Extensions (MIME) type of data to be stored in
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the web-based application and manipulated by the third-
party application installed into the web-based applica-
tion.
20. The system according to claim 13, further including:
the application installation database further configured to
store a record of user installation actions including infor-
mation linking a user with an identification of each
application installed by the user on the network system,
wherein the identification of each application comprises
a tuple, or ordered list of elements, of the form:
{long user_id; // a large number that uniquely identifies
the user
long app_id; // a large number that uniquely identifies
the application
optional long expiration__time; // an optional expiration
date for this installation, stored as milliseconds since
the Unix epoch date}.
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